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e | /0 rated for >125,000 hours @ 25°C
ambient

¢ 10 vear full performance warranty

e Industry best efficiency and weight

® Precision optics for high mounting
heights

e True 1 for 1 replacement for 1,000W
HID

e | ow glare

e [emperature compensation
technology for long life

e One man installation
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At 125 lumens per Watt, Dialight’s
new 60,000 lumen industrial LED
High Bay revolutionizes the world of
LED lighting and is by far the most
innovative LED fixture available today.
With a market-leading 10 year full
performance warranty, the 60,000Im
High Bay utilizes cutting-edge optical
and electrical design to provide

for significantly reduced glare and
superior light distribution.
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\/igi|ant Industrial Applications | High Bay

Vigilant® LED High Bay - 42,000 - 60,000lm - UL / CSA
Standard Models

Certifications & Ratings

e UL 1598/A (wet locations)

o (CSA 22 #250 (wet locations)
* P66

o NEMA 4X

Mechanical Information:
Fixture weight:

120 - 277V AC models: 59 Ibs
347 / 480V AC models: 75 lbs
Shipping weight:

120 - 277V AC models: 73 lbs
347 / 480V AC models: 90 Ibs

Note that the wire box is installed separately from the housing. This
allows single installer for fixtures.

120-277V wire box; 6.6 lbs (3 kg) [mount first]
347 / 480V wire box: 22.6 Ibs (10.3 kg) [mount first]
Light fixture (base): 52.4 Ibs (23.7 kg) [mount last]
‘ 14%-8 { Mounting: (1) 3/4” NPT - top
430 \ (4) 3/4” NPT - sides
P R ‘\ I V i\ Electrical Specifications:
— ‘e ' 7 Operating Voltage: 120 - 277V AC, 50/60Hz
ik 347 / 480V A, 50/60Hz
Total system power
consumption: See table
200
[508] Operating Temp: -40°F to +149°F (-40°C to +65°C)
Harmonics: IEC 61000-3-2
Noise requirement /EMC: FCC Title 47, Subpart B, Section 15,
N class A device. RF Immunity;
-rlfl?’lll.ﬂ‘..ill#_ a&! \Ilhi%lllll-‘ll““lllw 1OV/mY 8OMHZ—1 GHZ
=L Transient protection: B6kV/3kA combination wave, as per IEEE
‘ ¢[%s4bo] | C62.41, line-line and line-ground
y
THD: <20%
Dimensions in inches [
cee " Power Factor: >0.9

Construction:
Housing: Copper free aluminum

Finish: Superior dual coat finish
- Sealed polyester topcoat
- Chemical-resistant epoxy primer

Lens: Tempered glass, Acrylic, Polycarbonate

Photometric Information:
CRIl: 75

CCT: 5000K  (cool white)
4000K (neutral white)

All values typical unless otherwise stated (tolerance +/- 10%)

‘For information on chemical compatibility, please follow this link to
reference Dialight's Chemical Compatibility Guide:
www.dialight.com/pubs/MDTFCHEMRFLX0O01.PDF
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Vigilant® LED High Bay - 42,000 - 60,000lm - UL / CSA

Variable Dimming Models

Features & Benefits

e Dimming cabling independent of fixture wiring
e Multiple High Bays can be connected to the same dimmer

Mechanical Information:
Fixture weight:

120 - 277V AC models: 63 lbs
347 / 480V AC models: 79 Ibs
Shipping weight:

120 - 279V ACgmodeIs: 77 Ibs
347 / 480V AC models: 94 lbs

Note that the wire box is installed separately from the housing. This
allows single installer for fixtures.

120-277V wire box; 6.6 Ibs (3 kg) [mount first]
347 / 480V wire box: 22.6 Ibs (10.3 kg) &mount ﬁrstﬁ
Light fixture (base): 56.4 lbs (25.6 kg) [mount last
Mounting: 1) 3/4" NPT - top

4) 3/4" NPT - sides

‘ 1o | Variable Dimming:
‘ Variable Dimming Cable: Two conductor cable

(ﬂTﬁ Power Cable: Three conductor cable
—— Variable Dimming Control: 0-10V DC
Dimming Range: 10V DC = 100% light output

0V DC = 15% light output

Electrical Specifications:

20.0
(508] Operating Voltage: 120 - 277V AC, 50/60Hz
347 / 480V AC, 50/60Hz
Total system power
consumption: See table
Operating Temp: -40°F to +149°F (-40°C to +65°C)
Harmonics: |IEC 61000-3-2
o Noise requirement /EMC: FCC Title 47, Subpart B, Section 15,
: #24.0 : class A device. RF Immunity;
[610] 10V/m, 80MHz-1GHz
Dimensions in inches [mm Transient protection: BkV/3kA combination wave, as per IEEE
C62.41, line-line and line-ground
THD: <20%
Power Factor: >0.9

Construction:
Housing: Copper free aluminum

Finish: Superior dual coat finish
- Sealed polyester topcoat
- Chemical-resistant epoxy primer

Lens: Tempered glass, Acrylic, Polycarbonate

Photometric Information:
CRI: 75

CCT: 5000K (cool white)
4000K (neutral white)

All values typical unless otherwise stated (tolerance +/- 10%)
'For information on chemical compatibility, please follow this link to

reference Dialight's Chemical Compatibility Guide:
www.dialight.com/pubs/MDTFCHEMRFLX001.PDF
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Industrial Applications | High Bay

Vigilant® LED High Bay - 42,000 - 60,000im - UL / CSA

Options and Accessories

H6XCAB72

e 34" stainless steel safety rope

H6XCABGO

e 72" stainless steel safety rope

Note: Total length includes carabiners.

Top hat

6 www.lyailuminacion.com.mx
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H6X-H
e Hook

Top hat hinge
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Vigilant® LED High Bay - 42,000 - 60,000im - UL / CSA
Light Distribution Pattern

Narrow pattern Medium pattern
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Industrial Applications | High Bay

Vigilant® LED High Bay - 42,000 - 60,000lm - UL / CSA

Standard Models Ordering Information

Part Number ) Watt | Im/W | Warranty Voltage CCT Lens Optical
Lumen Pattern

Standard Models - 120 - 277V AC Models

HEUGNC44N-SNNG 60,000 480 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Narrow
HBUGMC44N-SNNG 60,000 480 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Medium
HBU1TNC44N-SNNG 57,500 480 119 10yr 120 - 277V AC 5000K (cool white) Acrylic Narrow
HEU1TMCA44N-SNNG 57,500 480 119 10yr 120 - 277V AC 5000K (cool white) Acrylic Medium
HEU2NC44N-SNNG 56,500 480 117 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Narrow
HEU2MC44N-SNNG 56,500 480 117 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Medium
HBUGNC4WN-SNNG 45,000 360 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Narrow
HEUGMC4WN-SNNG 45,000 360 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Medium
HBU1TNC4WN-SNNG 43,250 360 120 10yr 120 - 277V AC 5000K (cool white) Acrylic Narrow
HBUTMCAWN-SNNG 43,250 360 120 10yr 120 - 277V AC 5000K (cool white) Acrylic Medium
HBU2NC4WN-SNNG 42,500 360 118 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Narrow
HEU2MCA4WN-SNNG 42,500 360 118 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Medium

Standard Models - 347V AC Models

HEUGNC54N-SNNG 60,000 520 115 10yr 347V AC 5000K (cool white) Tempered glass Narrow
HBUGMC54N-SNNG 60,000 520 115 10yr 347V AC 5000K (cool white) Tempered glass Medium
HEUTNCE4N-SNNG 57,500 520 110 10yr 347V AC 5000K (cool white) Acrylic Narrow
HEUTMCB4N-SNNG 57,500 520 110 10yr 347V AC 5000K (cool white) Acrylic Medium
HBEU2NC54N-SNNG 56,500 520 110 10yr 347V AC 5000K (cool white) Polycarbonate Narrow
HEU2MCH54N-SNNG 56,500 520 109 10yr 347V AC 5000K (cool white) Polycarbonate Medium
HBUGNCSWN-SNNG 45,000 380 118 10yr 347V AC 5000K (cool white) Tempered glass Narrow
HEUGMCSEWN-SNNG 45,000 380 118 10yr 347V AC 5000K (cool white) Tempered glass Medium
HEUTNCEWN-SNNG 43,250 380 113 10yr 347V AC 5000K (cool white) Acrylic Narrow
HEUTMCBEWN-SNNG 43,250 380 113 10yr 347V AC 5000K (cool white) Acrylic Medium
HBU2NCS5WN-SNNG 42,500 380 111 10yr 347V AC 5000K (cool white) Polycarbonate Narrow
HBU2MCHWN-SNNG 42,500 380 111 10yr 347V AC 5000K (cool white) Polycarbonate Medium

Standard Models - 480V AC Models

HEUGNC94N-SNNG 60,000 520 115 10yr 480V AC 5000K (cool white) Tempered glass Narrow
HBUGMC94N-SNNG 60,000 520 115 10yr 480V AC 5000K (cool white) Tempered Glass Medium
HBUTNCO4N-SNNG 57,500 520 111 10yr 480V AC 5000K (cool white) Acrylic Narrow
HEUTMC94N-SNNG 57,500 520 111 10yr 480V AC 5000K (cool white) Acrylic Medium
HBU2NC94N-SNNG 56,500 520 108 10yr 480V AC 5000K (cool white) Polycarbonate Narrow
HEU2MC94N-SNNG 56,500 520 108 10yr 480V AC 5000K (cool white) Polycarbonate Medium
HBUGNCOWN-SNNG 45,000 380 118 10yr 480V AC 5000K (cool white) Tempered glass Narrow
HEUGMCOWN-SNNG 45,000 380 118 10yr 480V AC 5000K (cool white) Tempered glass Medium
HEUTNCOWN-SNNG 43,250 380 113 10yr 480V AC 5000K (cool white) Acrylic Narrow
HEUTMCOWN-SNNG 43,250 380 113 10yr 480V AC 5000K (cool white) Acrylic Medium
HEU2NCOWN-SNNG 42,500 380 111 10yr 480V AC 5000K (cool white) Polycarbonate Narrow
HBEU2MCOWN-SNNG 42,500 380 111 10yr 480V AC 5000K (cool white) Polycarbonate Medium
All values typical unless ¢ se stated, Lumen values are typical (tolerance +/- 10%)

All models shown in table are 5000K (cool white) CCT. For models needing 4000K (neutral white) CCT replace the 6th character with a N. Example: HBEGNC44N-SNNG becomes HBEGNN44N-SNNG
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Industrial Applications | High Bay

Vigilant

Vigilant® LED High Bay - 42,000 - 60,000lm - UL / CSA

Variable Dimming Models Ordering Information

Part Number VOItage Optlcal
Lumen Pattern

Standard Models - 120 - 277V AC Models

HEUGNC44D-SNNG
HEUGMC44D-SNNG
HEUTNC44D-SNNG
HEUTMC44D-SNNG
HBU2NC44D-SNNG
HEU2MC44D-SNNG
HEUGNC4WD-SNNG
HEUGMC4WD-SNNG
HEUTNC4AWD-SNNG
HEUTMCAWD-SNNG
HEU2NC4WD-SNNG
HEU2MCAWD-SNNG

HEUGNC54D-SNNG
HEUGMC54D-SNNG
HBUTNC54D-SNNG
HEUTMC54D-SNNG
HEU2NC54D-SNNG
HEU2MC54D-SNNG
HEUGNC5WD-SNNG
HEUGMCBEWD-SNNG
HEUTNCSWD-SNNG
HEUTMCEWD-SNNG
HEU2NCOWD-SNNG
HEU2MCEWD-SNNG

HBUGNC94D-SNNG
HBUGMC94D-SNNG
HBUTNCO4D-SNNG
HEUTMC94D-SNNG
HEU2NC94D-SNNG
HEU2MC94D-SNNG
HEUGNCOWD-SNNG
HEUGMCOWD-SNNG
HBUTNCOWD-SNNG
HEUTMCOWD-SNNG
HEU2NCOWD-SNNG

60,000 480 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Narrow
60,000 480 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Medium
57,500 480 119 10yr 120 - 277V AC 5000K (cool white) Acrylic Narrow
57,500 480 119 10yr 120 - 277V AC 5000K (cool white) Acrylic Medium
56,500 480 117 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Narrow
56,500 480 117 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Medium
45,000 360 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Narrow
45,000 360 125 10yr 120 - 277V AC 5000K (cool white) Tempered glass Medium
43,250 360 120 10yr 120 - 277V AC 5000K (cool white) Acrylic Narrow
43,250 360 120 10yr 120 - 277V AC 5000K (cool white) Acrylic Medium
42,500 360 118 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Narrow
42,500 360 118 10yr 120 - 277V AC 5000K (cool white) Polycarbonate Medium
60,000 520 115 10yr 347V AC 5000K (cool white) Tempered glass Narrow
60,000 520 115 10yr 347V AC 5000K (cool white) Tempered glass Medium
57,500 520 110 10yr 347V AC 5000K (cool white) Acrylic Narrow
57,500 520 110 10yr 347V AC 5000K (cool white) Acrylic Medium
57,500 520 110 10yr 347V AC 5000K (cool white) Polycarbonate Narrow
56,500 520 109 10yr 347V AC 5000K (cool white) Polycarbonate Medium
45,000 380 118 10yr 347V AC 5000K (cool white) Tempered glass Narrow
45,000 380 118 10yr 347V AC 5000K (cool white) Tempered glass Medium
43,250 380 113 10yr 347V AC 5000K (cool white) Acrylic Narrow
43,250 380 113 10yr 347V AC 5000K (cool white) Acrylic Medium
42,500 380 111 10yr 347V AC 5000K (cool white) Polycarbonate Narrow
42,500 380 111 10yr 347V AC 5000K (cool white) Polycarbonate Medium
60,000 520 115 10yr 480V AC 5000K (cool white) Tempered glass Narrow
60,000 520 115 10yr 480V AC 5000K (cool white) Tempered Glass Medium
57,500 520 111 10yr 480V AC 5000K (cool white) Acrylic Narrow
57,500 520 111 10yr 480V AC 5000K (cool white) Acrylic Medium
56,500 520 108 10yr 480V AC 5000K (cool white) Polycarbonate Narrow
56,500 520 108 10yr 480V AC 5000K (cool white) Polycarbonate Medium
45,000 380 118 10yr 480V AC 5000K (cool white) Tempered glass Narrow
45,000 380 118 10yr 480V AC 5000K (cool white) Tempered glass Medium
43,250 380 113 10yr 480V AC 5000K (cool white) Acrylic Narrow
43,250 380 113 10yr 480V AC 5000K (cool white) Acrylic Medium
42,500 380 111 10yr 480V AC 5000K (cool white) Polycarbonate Narrow
42,500 380 111 10yr 480V AC 5000K (cool white) Polycarbonate Medium

HEU2MCOWND-SNNG

Al

values typical unless otherwise stated, Lumen

values are typical (tolerance +/- 10%)

All models shown in table are 5000K (cool white) CCT. For models needing 4000K (neutral white) CCT replace the 6th character with a N. Example: HEEGNC44D-SNNG becomes HBEGNN44D-SNNG

www.dialight.com | MDEXVHB60X001_N
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Vigilant® LED High Bay - 42,000 - 60,000lm - UL / CSA

Notes
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North American HQ
1501 Route 34 South
Farmingdale, NJ O7 727
Tel: 732-919-3119
info@dialight.com

EMEA

Bxning Road, Newmarket
Suffolk, England, CB8 OAX
Tel: +44 (0) 1638 665161

Australia office

38 O'Malley St

Osborme Park WA 6017
Tel: +61 (0) 8 9244 7600
Fax: +61 (0) 8 9244 7601

Brazil

Av. Joao Antonio Meccatti,

1601 — Galpao 07 — Jd Planalto
Jundiai — SP — 13211-223

Tel: +565 (11) 4431-4300
Email:vendas.brasi@dialight.com

Copenhagen

Ejby Industrivej 91 B

2600 Glostrup

Tel: +45 8877 4400
E-mail:Info-dk@dialight.com

Houston office

16830 Barker Springs Rd Ste 407
Houston, TX 77084

Tel: 732 -919 - 3119
info@dialight.com

Middle East office

Level 42

Emirates Towers (Office Tower)
Sheikh Zayed Road

Dubai, United Arab Emirates
Tel: +971(0)4319 7686

Southeast Asia office
240 Macpherson Road
#07-05 Pines Industrial Building

Singapore 348574
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DISTRIBUIDOR AUTORIZADO:

L&A ILUMINACION, S.A. DE C.V.

T 55 5363 4861 / 8381; 414 273 3741

www.lyailuminacion.com.mx
Emalil: lya@lyailuminacion.com.mx

Dialight reserves the right to make changes at any time in order to supply the best product possible. The most current

version of this document will always be available at:

www.dialight.com/Assets/Brochures_And_Catalogs/llumination/MDEXVHBBOX001 . pdf

Warranty Statement: EXCEPT FOR THE WARRANTY EXPRESSLY PROVIDED FOR [HEREIN/ABOVE/BELOW], DIALIGHT
DISCLAIMS ANY AND ALL OTHER WARRANTIES, EXPRESS OR IMPLIED, INCLUDING, WITHOUT LIMITATION, ANY
WARRANTIES OF MERCHANTABILITY, FITNESS FOR A PARTICULAR PURPOSE, TITLE, AND NONINFRINGEMENT
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